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UNIT10 SPECIFICATIONS

Truck: Daf CF

Production

Tech area

Sound

Power

Record & playback

 Engine 370 HP Euro 6 with Silent modus
 Length 11,6 m
 Width Expanded 3,9 m
 License plate: 1-NJK-741

 Grass valley Karrera Mixer 3ME 64IN/32 out
 Grass valley Miranda NV8140 hybrid router 144x288 with embedding and de-embedding
 Grass valley multiviewers
 Lawo Vpro 8 for synchronizing and coloring
 Sony Oled monitorwall
 Ihse KVM matrix

 3 OLED vision positions with LEADER metering vector/wave
 VSM Broadcast solutions control software
 Riedel Mediornet multimedia network for stagebox or remote hub, with 4 extra cameras
 12 LDX worldcam cameras, 2 Hi-speed positions (Grass valley LDX)

 Lawo MC2 56 with 48 faders
 Lawo Nova Compact with Madi and Ravenna slots, 192 channels of DSP
 Lawo external Dallis stage box with Fiber cabling 
 Genelec Digital SAM monitors
 Waves soundgrid server for outboard FX and mastering
 64ch multitrack recording up to 128 channels. 
 Riedel Artist 64 frame with Madi connection, 1000 series panels 
 Riedel connect Trio and Glennsound GSM Hybrid for external communication
 Riedel Riface and Motorola Radios DP series for wireless communication

 40 kVA on 3- phase, 400V, 63A CEE connector 
 UPS emergency backup: reduced transmission possibilities in case of  external  power failure 

 3 EVS slots for XT3 with Xfile3 for recording


